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1. ALL WORK SHALL BE PERFORMED ONLY ON CITY OWNED STREETS AND WITHIN ALL WORK SHALL BE PERFORMED ONLY ON CITY OWNED STREETS AND WITHIN CITY ROW (BEWARE OF INTERSECTIONS WITH NON-CITY OWNED ROW), NOTE THAT THE GREAT DIVIDE DRIVE LOW WATER CROSSING AT LITTLE BARTON CREEK IS TRAVIS COUNTY ROW AND IS NOT INCLUDED WITH THIS PROJECT. CONTRACTOR IS RESPONSIBLE FOR DETERMINING ROW BOUNDARIES AND CONFIRMING WITH THE CITY.  2. ADDITIONAL MISCELLANEOUS QUANTITIES FOR UNANTICIPATED FIELD CONDITIONS ADDITIONAL MISCELLANEOUS QUANTITIES FOR UNANTICIPATED FIELD CONDITIONS HAVE BEEN ADDED TO THE PLAN QUANTITIES TO BE USED AS DIRECTED BY THE ENGINEER. 3. REFLECTORIZED PAVEMENT MARKINGS FOR STREETS SHALL BE THERMOPLASTIC.  REFLECTORIZED PAVEMENT MARKINGS FOR STREETS SHALL BE THERMOPLASTIC.  PROP CENTERLINE PAVEMENT MARKINGS SHALL BE PLACED IN THEIR EXISTING ALIGNMENTS UNLESS SHOWN OTHERWISE IN THE PLANS OR DIRECTED BY THE ENGINEER. 4. THE CONTRACTOR SHALL INSTALL ONE (1) RAISED REFLECTIVE PAVEMENT MARKER THE CONTRACTOR SHALL INSTALL ONE (1) RAISED REFLECTIVE PAVEMENT MARKER TYPE II-BLUE-BLUE AT THE CENTER OF THE PAVEMENT TO MARK ALL FIRE HYDRANTS. 5. ALL PAVEMENT MARKINGS SHALL BE IN ACCORDANCE WITH "TEXAS MANUAL ON ALL PAVEMENT MARKINGS SHALL BE IN ACCORDANCE WITH "TEXAS MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES". 6. EXCEPTING EMERGENCY CONDITIONS, WORKING HOURS IN THE PUBLIC EXCEPTING EMERGENCY CONDITIONS, WORKING HOURS IN THE PUBLIC RIGHTS-OF-WAY ARE LIMITED TO THE HOURS BETWEEN 7:00 A.M. TO 7:00 P.M. MONDAY THROUGH FRIDAY; WORK TO BE PERFORMED AFTER 7:00 P.M. ON MONDAY THROUGH FRIDAY OR ON SATURDAY MUST BE APPROVED BY THE CITY MANAGER IN ADVANCE. NO WORK IN THE PUBLIC RIGHTS-OF-WAY SHALL BE PERFORMED EXCEPT FOR EMERGENCIES, ON SUNDAYS OR ON HOLIDAYS. 7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ACQUIRING ANY NECESSARY THE CONTRACTOR SHALL BE RESPONSIBLE FOR ACQUIRING ANY NECESSARY OFF-SITE LOCATIONS FOR STORAGE OF ALL EQUIPMENT AND MATERIALS REQUIRED FOR THE CONSTRUCTION OF THE PROJECTS. 8. THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVAL OF ALL WASTE THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVAL OF ALL WASTE MATERIALS UPON COMPLETION. 9. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE ENGINEER OF ANY AND ALL THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE ENGINEER OF ANY AND ALL CONFLICTS OR DISCREPANCIES OF THE PLANS. 10. THE CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS AND THE EXTENT OF THE CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS AND THE EXTENT OF DEMOLITION OR REMOVAL OF EXISTING CONDITIONS BEFORE PROCEEDING WITH WORK. 11. THE CONTRACTOR SHALL CONTINUOUSLY MONITOR CONSTRUCTION OPERATIONS THE CONTRACTOR SHALL CONTINUOUSLY MONITOR CONSTRUCTION OPERATIONS AND COOPERATE WITH THE CITY OF BEE CAVE TO MINIMIZE INCONVENIENCES TO THE PUBLIC.  THE CONTRACTOR SHALL CONFINE OPERATIONS TO SUCH AN AREA AS TO PREVENT WORKERS, MATERIALS, OR EQUIPMENT INTO AREAS OCCUPIED OR USED BY THE PUBLIC. 12. THE CONTRACTOR SHALL MAINTAIN EXISTING GRADES OR RE-ESTABLISH EXISTING THE CONTRACTOR SHALL MAINTAIN EXISTING GRADES OR RE-ESTABLISH EXISTING GRADES, IF DISTURBED, WHERE PROPOSED IMPROVEMENTS DO NOT OCCUR. 13. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING, RELOCATING AND THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING, RELOCATING AND MAINTAINING TRAFFIC CONTROL THROUGHOUT THE DURATION OF THE PROJECT IN ACCORDANCE WITH THE "TEXAS MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES." 14. THE CONTRACTOR SHALL TAKE CARE IN WORKING AROUND BRICK OR THE CONTRACTOR SHALL TAKE CARE IN WORKING AROUND BRICK OR PERMANENTLY FIXED MAILBOXES, BRICK OR SPECIALTY INTERSECTION SAND IRRIGATION SYSTEMS. ANY DAMAGED CAUSED BY CONTRACTOR SHALL BE REPAIRED BY THE CONTRACTOR WITH NO ADDITIONAL PAY. 15. ALL WEATHER ACCESS TO LOCAL BUSINESSES AND RESIDENTS SHALL BE ALL WEATHER ACCESS TO LOCAL BUSINESSES AND RESIDENTS SHALL BE MAINTAINED THROUGHOUT CONSTRUCTION. 16. ALL WORK IS SUBJECT TO INSPECTION AND APPROVAL BY THE CITY OF BEE ALL WORK IS SUBJECT TO INSPECTION AND APPROVAL BY THE CITY OF BEE CAVE. 17. THE CONTRACTOR SHALL BE RESPONSIBLE FOR RESTORING ANY DAMAGE DONE TO THE CONTRACTOR SHALL BE RESPONSIBLE FOR RESTORING ANY DAMAGE DONE TO EXISTING PAVEMENT, STRUCTURES OR FENCES TO ORIGINAL OR BETTER CONDITION (NO SEPARATE PAY ITEM). 18. THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING A LEVEL TRANSITION THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING A LEVEL TRANSITION BETWEEN ALL PAVEMENT EDGES AND NATURAL GROUND ADJACENT TO THE EDGE OF PAVEMENT. 19. ALL EXCAVATIONS AND OTHER CONSTRUCTION WITHIN THE PUBLIC RIGHTS-OF-WAY ALL EXCAVATIONS AND OTHER CONSTRUCTION WITHIN THE PUBLIC RIGHTS-OF-WAY SHALL BE CONDUCTED SO AS TO MINIMIZE INTERFERENCE WITH THE USE OF PUBLIC AND PRIVATE PROPERTY. 20. LANE CLOSURES ON MAJOR THOROUGHFARES MAY OCCUR ONLY BETWEEN 9:00 LANE CLOSURES ON MAJOR THOROUGHFARES MAY OCCUR ONLY BETWEEN 9:00 A.M. AND 4:00 P.M. UNLESS THE CITY MANAGER GRANTS PRIOR APPROVAL.  ALL LANE CLOSURES SHALL COMPLY WITH THE TEXAS MANUAL ON UNIFORM TRAFFIC-CONTROL DEVICES FOR STREETS AND HIGHWAYS.  ARROW BOARDS WILL BE REQUIRED ON LANE CLOSURES WITH ALL BARRICADES, ADVANCE WARNING SIGNS, AND THIRTY-SIX (36) INCH REFLECTOR CONES PLACED ACCORDING TO THE SPECIFICATIONS OF THE CITY. 21. WHENEVER THE CONTRACTOR SHALL DISTURB OR DESTROY ANY RIGHT-OF-WAY WHENEVER THE CONTRACTOR SHALL DISTURB OR DESTROY ANY RIGHT-OF-WAY MARKERS OR MONUMENTS, SUCH PERSON SHALL RESTORE THE SAME WITHIN THIRTY (30) DAYS AFTER CONSTRUCTION HAS CEASED. 22. WITHIN THIRTY (30) CALENDAR DAYS AFTER COMPLETION OF WORK IN THE PUBLIC WITHIN THIRTY (30) CALENDAR DAYS AFTER COMPLETION OF WORK IN THE PUBLIC RIGHTS-OF-WAY, THE CONTRACTOR SHALL PERMANENTLY RESTORE, REPLACE, RELAY AND/OR REPAIR THE SURFACE, BASE, CURBS, DRAINAGE SYSTEMS, IRRIGATION SYSTEMS, LANDSCAPE TREATMENT OR OTHER CITY FACILITIES AND INFRASTRUCTURE LOCATED ON, IN OR UNDER ANY PUBLIC RIGHTS-OF-WAY THAT HAS BEEN EXCAVATED, ALTERED OR DAMAGED BY THE CONTRACTOR IN ACCORDANCE WITH EXISTING STANDARDS OF THE CITY IN EFFECT AT THE TIME OF THE WORK. 23. AT THE END OF PROJECT, ALL DISTURBED AREAS WILL BE STABILIZED WITH AT THE END OF PROJECT, ALL DISTURBED AREAS WILL BE STABILIZED WITH GRASS.  APPLICANT WILL REQUIRE SCHEDULING A FINAL INSPECTION WITH CITY STAFF OR ENGINEER TO VERIFY THAT DISTURBED AREAS HAVE SUFFICIENT STABILIZATION (E.G., GRASS). 24. THE CONTRACTOR AT ALL TIMES SHALL EMPLOY THE STANDARD OF CARE THE CONTRACTOR AT ALL TIMES SHALL EMPLOY THE STANDARD OF CARE ATTENDANT TO THE RISKS INVOLVED TO PREVENT ACTIONS, FAILURES AND ACCIDENTS WHICH MAY CAUSE DAMAGE, INJURY OR NUISANCE TO PERSONS, THE PUBLIC, THE FACILITIES OF OTHER PERSONS, OR TO ANY CITY STRUCTURES OR STRUCTURES OWNED BY OTHER PERSONS LOCATED IN THE PUBLIC RIGHTS-OF-WAY, OBSERVE ALL FEDERAL AND STATE STATUTES AND REGULATIONS AND ALL APPLICABLE CITY ORDINANCES AND SAFETY CODES, KEEP AND MAINTAIN ITS FACILITIES IN A SAFE AND SUITABLE CONDITION, AND IN GOOD ORDER AND REPAIR. 25. SHOULD THE CITY REASONABLY DETERMINE, WITHIN ONE (1) YEAR FROM THE SHOULD THE CITY REASONABLY DETERMINE, WITHIN ONE (1) YEAR FROM THE DATE OF THE COMPLETION OF THE REPAIR WORK, THAT THE SURFACE, BASE, CURBS, DRAINAGE SYSTEMS, IRRIGATION SYSTEMS, LANDSCAPE TREATMENT OR OTHER CITY FACILITIES AND INFRASTRUCTURE LOCATED ON, IN OR UNDER ANY PUBLIC RIGHTS-OF-WAY REQUIRES ADDITIONAL RESTORATION, REPLACEMENT OR REPAIR WORK TO MEET EXISTING STANDARDS OF THE CITY, THE APPLICANT OR OWNER OF THE FACILITIES SHALL PERFORM SUCH ADDITIONAL RESTORATION, REPLACEMENT OR REPAIR WORK TO THE SATISFACTION OF THE CITY, SUBJECT TO ALL CITY REMEDIES AS PROVIDED IN THE CITY CODE. 26. PROVIDE FINAL STABILIZATION (VEGETATION) PLAN INCLUDING STANDARD NOTES PROVIDE FINAL STABILIZATION (VEGETATION) PLAN INCLUDING STANDARD NOTES AND METHODS USED BY CITY OF AUSTIN. 27. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE ENGINEER OF ANY OBSTACLES THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE ENGINEER OF ANY OBSTACLES THAT MAY IMPEDE OR PREVENT THE PROPER CONSTRUCTION OF THE PROJECT. 28. THE CONTRACTOR SHALL ARRANGE THE OPERATION IN SUCH A MANNER AS TO THE CONTRACTOR SHALL ARRANGE THE OPERATION IN SUCH A MANNER AS TO AVOID UNNECESSARY INCONVENIENCE TO THE PUBLIC IN CONSTRUCTION AREAS. 29. ACCESS TO ALL SIDE STREETS AND DRIVEWAYS SHALL BE MAINTAINED AT ALL  ACCESS TO ALL SIDE STREETS AND DRIVEWAYS SHALL BE MAINTAINED AT ALL  TIMES AT THE SOLE EXPENSE OF THE CONTRACTOR UNLESS OTHERWISE DIRECTED  BY THE CITY'S REPRESENTATIVE. 30. PORTIONS OF THE CONSTRUCTION OF THIS PROJECT AUTHORIZED BY PERMIT OR PORTIONS OF THE CONSTRUCTION OF THIS PROJECT AUTHORIZED BY PERMIT OR LICENSE AGREEMENT WILL BE SUBJECT TO SUCH INSPECTION AND TESTS AS MAY  BE DEEMED NECESSARY BY THE PERMIT GRANTING AUTHORITIES. CONTRACTOR SHALL FURNISH INFORMATION TO AUTHORITIES AS REQUIRED. CONTRACTOR SHALL ALSO  FURNISH INCIDENTAL LABOR AND EQUIPMENT TO ALLOW TESTING PERSONNEL TO ACCESS THE WORK AND COOPERATE FULLY WITH THESE AUTHORITIES IN CONDUCTING THE TESTING AND INSPECTION PROGRAM. 31. A PRE-CONSTRUCTION MEETING WILL BE HELD NOT LESS THAN FOURTEEN (14) A PRE-CONSTRUCTION MEETING WILL BE HELD NOT LESS THAN FOURTEEN (14) DAYS PRIOR TO BEGINNING CONSTRUCTION. CONTRACTOR SHALL NOTIFY THE CITY'S REPRESENTATIVE FORTY-EIGHT (48) HOURS IN ADVANCE OF BEGINNING ANY CONSTRUCTION IN THE R.O.W. OR EASEMENTS. 32. CONTRACTOR SHALL MAINTAIN THE JOB SITE IN A SAFE, NEAT, AND WORKABLE CONTRACTOR SHALL MAINTAIN THE JOB SITE IN A SAFE, NEAT, AND WORKABLE MANNER AT ALL TIMES. JOB SITE SAFETY SHALL NOT BE COMPROMISED. ANY ATTRACTIVE NUISANCE SHALL BE REMOVED OR CAMOUFLAGED BY THE CONTRACTOR WHEN DIRECTED BY THE CITY OR ENGINEER. CONTRACTOR SHALL REMOVE OR CAMOUFLAGE ANY CHILD ATTRACTIVE NUISANCE.  33. ALL CONSTRUCTION EQUIPMENT INVOLVED IN ROADWAY WORK SHALL BE EQUIPPED ALL CONSTRUCTION EQUIPMENT INVOLVED IN ROADWAY WORK SHALL BE EQUIPPED WITH A PERMANENTLY-MOUNTED, 360- DEGREE REVOLVING OR STROBE LIGHT WITH AMBER LENS IN WORKING ORDER. THIS LIGHT SHALL HAVE A MINIMUM LENS HEIGHT OF 5” AND A DIAMETER OF 5". THIS LIGHT SHALL HAVE A MOUNTING AND A DIAMETER OF 5". THIS LIGHT SHALL HAVE A MOUNTING HEIGHT OF NOT LESS THAN 6 FEET ABOVE THE ROADWAY SURFACE AND SHALL BE VISIBLE FROM ALL SIDES. THIS EQUIPMENT SHALL ALSO HAVE ATTACHED AT EACH SIDE OF THE REAR ENDS OF THE VEHICLE AN APPROVED ORANGE WARNING FLAG MOUNTED NOT LESS THAN 6 FEET ABOVE THE ROADWAY SURFACE. 34. BLASTING WITHIN THE PROJECT AREA WILL NOT BE ALLOWED. BLASTING WITHIN THE PROJECT AREA WILL NOT BE ALLOWED. 35. CONTRACTOR WILL MINIMIZE USE OF STREET PARKING BY HIS EMPLOYEES IN THE CONTRACTOR WILL MINIMIZE USE OF STREET PARKING BY HIS EMPLOYEES IN THE VICINITY OF THE CONSTRUCTION AREA. 36. CONTRACTOR SHALL MAINTAIN PEDESTRIAN ACCESS ACROSS ALL INTERSECTIONS CONTRACTOR SHALL MAINTAIN PEDESTRIAN ACCESS ACROSS ALL INTERSECTIONS WITH EXISTING PEDESTRIAN ACCESS. MAINTAINING PEDESTRIAN ACCESS WILL BE CONSIDERED SUBSIDIARY TO TRAFFIC CONTROL ITEMS. 37. ALL STAGING AND WORK SHALL TAKE PLACE WITHIN THE LIMITS OF CONSTRUCTION ALL STAGING AND WORK SHALL TAKE PLACE WITHIN THE LIMITS OF CONSTRUCTION (LOC). IF THE CONTRACTOR REQUIRES USE OF ANY AREAS OUTSIDE OF THE DESIGNATED LOC, THE CONTRACTOR SHALL NOTIFY THE CITY AT LEAST 48 HOURS PRIOR TO WORKING IN THOSE AREAS. 38. WHERE REMOVAL OF BASE AND PAVEMENT IS NECESSARY FOR THIS PROJECT, ALL WHERE REMOVAL OF BASE AND PAVEMENT IS NECESSARY FOR THIS PROJECT, ALL BASE AND PAVEMENT SHALL BE REPLACED IN ACCORDANCE WITH THE CONSTRUCTION DOCUMENTS, TXDOT STANDARD SPECIFICATIONS AND STANDARD  DETAILS FOR CUT IN PUBLIC RIGHT-OF-WAY. ALL PAVEMENT CUTS SHALL BE SAW-CUT PRIOR TO PLACEMENT OF HMAC. 39. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO REMOVE, PRESERVE IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO REMOVE, PRESERVE AND RESET STREET MARKERS AND TRAFFIC CONTROL SIGNS THAT ARE WITHIN THE CONSTRUCTION LIMITS TO THE LINE AND HEIGHT AS DESCRIBED IN THE TEXAS MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES BEFORE ANY SIDEWALKS OR STREET EXCAVATION IS BEGUN. SIGNS SHALL NOT BE LAID ON THE GROUND. NO PAYMENT WILL BE MADE FOR THIS  WORK, BUT IT WILL BE CONSIDERED SUBSIDIARY TO OTHER BID ITEMS. 40. CONTRACTOR SHALL SAW-CUT OR USE ENGINEER-APPROVED ALTERNATIVE METHOD CONTRACTOR SHALL SAW-CUT OR USE ENGINEER-APPROVED ALTERNATIVE METHOD TO REMOVE CONCRETE PAVEMENTS, TO RECONSTRUCT CURBS. TO DELINEATE MILLING EDGES, AND TO TIE TO EXISTING PAVEMENT. WHERE CUTTING INTO BASE MATERIALS, SAW-CUT OR APPROVED ALTERNATIVE METHOD SHALL BE OF SUFFICIENT DEPTH TO ACHIEVE A SMOOTH, VERTICAL FACE DURING EXCAVATION IN  THE BASE. THIS ITEM WILL NOT BE PAID FOR DIRECTLY, BUT IT WILL BE CONSIDERED SUBSIDIARY TO OTHER BID ITEMS. 41. ALL LOOSE MATERIALS SHALL BE COMPLETELY REMOVED FROM THE ROADWAY BY ALL LOOSE MATERIALS SHALL BE COMPLETELY REMOVED FROM THE ROADWAY BY MECHANICAL SWEEPER AND/OR MANUAL BROOMING PRIOR TO OPENING TO TRAFFIC AND FOR THE DURATION OF THE PROJECT. ALL LOOSE MATERIAL SHALL BE COMPLETELY REMOVED FROM THE ADJACENT SIDEWALK AREAS FOR THE DURATION OF THE PROJECT AND SIDEWALKS SHALL BE COMPLETELY CLEAR OF ANY CONSTRUCTION DEBRIS PRIOR TO FINAL COMPLETION OF THE PROJECT. LOOSE AND SURPLUS AGGREGATE SHALL BE BROOMED OFF THE SURFACE AS DIRECTED BY THE CITY OR ENGINEER. BROOMING WILL NOT BE PAID FOR DIRECTLY. BUT WILL BE CONSIDERED SUBSIDIARY TO OTHER BID ITEMS. 42. ACCESS TO PUBLIC AND PRIVATE PROPERTY SHALL BE MAINTAINED DURING ACCESS TO PUBLIC AND PRIVATE PROPERTY SHALL BE MAINTAINED DURING CONSTRUCTION AND MAINTENANCE ACTIVITIES IN ACCORDANCE WITH SECTION 8 OF THE CITY OF AUSTIN TRANSPORTATION CRITERIA MANUAL. 43. PROVIDE TRAINING CERTIFICATION OF COMPETENT PERSON THAT WILL BE PROVIDE TRAINING CERTIFICATION OF COMPETENT PERSON THAT WILL BE RESPONSIBLE FOR THE TRAFFIC CONTROL PLACEMENT, TO THE CITY, PRIOR TO START OF WORK. 44. BARRIER SHALL BE PLACED IN ACCORDANCE WITH DETAIL TCP(2-5)-12. BARRIER SHALL BE PLACED IN ACCORDANCE WITH DETAIL TCP(2-5)-12. 45. FOR OVERNIGHT PROTECTION OF WORK ZONES IN CITY ROW. REFER TO COA FOR OVERNIGHT PROTECTION OF WORK ZONES IN CITY ROW. REFER TO COA STANDARD DETAIL 804S-4.
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PAVEMENTS NOTES 1. HMAC SHALL BE TYPE F (SEE SPECIFICATIONS) INSTALLED AT A DEPTH OF HMAC SHALL BE TYPE F (SEE SPECIFICATIONS) INSTALLED AT A DEPTH OF 0.75 INCHES. ALL AREAS PROPOSED FOR HMAC OVERLAY REQUIRE MILLING TO 0.75 INCH DEPTH AND A NON-TRACKING TACK COAT.  2. CONTRACTOR SHALL NOTIFY CITY OF MILLING SCHEDULE AND COORDINATE CONTRACTOR SHALL NOTIFY CITY OF MILLING SCHEDULE AND COORDINATE FOR INSPECTION PRIOR TO APPLYING TACK COAT AND HMAC OVERLAY. NOTE THAT CRACK SEAL MAY BE NECESSARY FOR THIS PROJECT AND WILL BE DETERMINED UPON INSPECTION OF MILLED ROAD. CRACK SEAL WILL BE PAID FOR BY ESTABLISHED UNIT COST PROVIDED BY CONTRACTOR. 3. SPOT PAVEMENT REPAIR SHALL BE A MINIMUM OF 6' WIDE AND A MINIMUM SPOT PAVEMENT REPAIR SHALL BE A MINIMUM OF 6' WIDE AND A MINIMUM OF 36 S.F. SPOT PAVEMENT REPAIR SHALL BE MARKED IN THE FIELD BY THE ENGINEER. 4. THE CONTRACTOR WILL BE REQUIRED TO MAINTAIN ALL STREETS IN AN THE CONTRACTOR WILL BE REQUIRED TO MAINTAIN ALL STREETS IN AN ACCEPTABLE CONDITION, AS DIRECTED BY THE ENGINEER, FROM THE TIME WORK IS STARTED THRU FINAL ACCEPTANCE. 5. CRACK SEALING MATERIAL SHALL BE IN ACCORDANCE WITH TxDOT STANDARD CRACK SEALING MATERIAL SHALL BE IN ACCORDANCE WITH TxDOT STANDARD SPECIFICATION (2014) ITEM 712 AND ITEM 300 2.8, TABLE 15. CRACK SEALING SHALL BE MARKED IN THE FIELD BY THE ENGINEER. 6. ALL MANHOLES SHALL BE PROTECTED FROM SEAL COATING BY COVERING ALL MANHOLES SHALL BE PROTECTED FROM SEAL COATING BY COVERING WITH AN APPROPRIATE MATERIAL PRIOR TO APPLYING OIL AND UNCOVERED THE SAME DAY. 7. THE CONTRACTOR WILL BE REQUIRED TO USE PAPER JOINTS AT THE THE CONTRACTOR WILL BE REQUIRED TO USE PAPER JOINTS AT THE BEGINNING AND END OF EACH ASPHALT SHOT. 8. ALL TRANSITIONS AND TAPERS TO EXISTING PAVEMENTS SHALL BE ALL TRANSITIONS AND TAPERS TO EXISTING PAVEMENTS SHALL BE TRANSITIONED OVER 10' TO PRODUCE A SMOOTH RIDE AND SHALL BE CHECKED WITH A 10' STRAIGHT EDGE PRIOR TO COMPLETION. 9. LONGITUDINAL JOINT LOCATIONS SHALL BE AS APPROVED BY THE ENGINEER. LONGITUDINAL JOINT LOCATIONS SHALL BE AS APPROVED BY THE ENGINEER. 10. ALL TRANSVERSE CONSTRUCTION JOINTS SHALL BE CHECKED WITH 10' ALL TRANSVERSE CONSTRUCTION JOINTS SHALL BE CHECKED WITH 10' STRAIGHT EDGE PRIOR TO THE MATERIAL COOLING TO INSURE A SMOOTH TRANSITION. 11. ALL VALVE, CLEANOUT, AND MANHOLE LOCATIONS SHALL BE MARKED WITH ALL VALVE, CLEANOUT, AND MANHOLE LOCATIONS SHALL BE MARKED WITH PAINT (GREEN FOR WASTEWATER, BLUE FOR WATER, AND YELLOW FOR GAS AND TELEPHONE) WITHIN 24 HOURS OF OVERLAYING WITH HMAC. 12. THE CONTRACTOR SHALL SPRAY "ROUNDUP" OR EQUIVALENT WEED CONTROL THE CONTRACTOR SHALL SPRAY "ROUNDUP" OR EQUIVALENT WEED CONTROL IN AREAS TO BE SEALED OR OVERLAID. THIS WORK WILL BE DONE TWO WEEKS PRIOR TO SURFACING.  THIS WORK WILL NOT BE PAID FOR DIRECTLY BUT SHALL BE CONSIDERED SUBSIDIARY TO THE VARIOUS BID ITEMS. 13. PRIOR TO SURFACING THE CONTRACTOR WILL BE REQUIRED TO CLEAN THE PRIOR TO SURFACING THE CONTRACTOR WILL BE REQUIRED TO CLEAN THE EDGE OF PAVEMENT OFF BY BLADING AND BROOMING.
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SCHEDULING NOTES 1. CONTRACTOR TO PROVIDE ENGINEER WITH AN UPDATED SCHEDULE WEEKLY.  CONTRACTOR TO PROVIDE ENGINEER WITH AN UPDATED SCHEDULE WEEKLY.  IF NO CHANGES ARE MADE TO THE SCHEDULE FROM THE LAST SUBMITTAL, THE CONTRACTOR IS TO NOTIFY THE ENGINEER OF NO CHANGES. 2. SCHEDULE IS TO DETAIL WORK PERFORMED ON SPECIFIC STREETS.  TWO SCHEDULE IS TO DETAIL WORK PERFORMED ON SPECIFIC STREETS.  TWO WEEKS PRIOR NOTICE MUST BE PROVIDED BEFORE WORK CAN BEGIN ON ANY STREET.
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TRAFFIC CONTROL NOTES AND SEQUENCE OF WORK. 1. ALL SETUPS SHALL BE IN ACCORDANCE WITH THE CURRENT ADDITION OF THE ALL SETUPS SHALL BE IN ACCORDANCE WITH THE CURRENT ADDITION OF THE TEXAS MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES AND THE CITY OF AUSTIN TRANSPORTATION CRITERIA MANUAL. 2. TO DETERMINE APPROPRIATE DEVICES AND SIGN SIZES TO BE USED, REFER TO DETERMINE APPROPRIATE DEVICES AND SIGN SIZES TO BE USED, REFER TO AUSTIN SIGN STANDARD. 3. FOR INTERMEDIATE-TERM SITUATIONS, WHEN IT IS NOT FEASIBLE TO REMOVE FOR INTERMEDIATE-TERM SITUATIONS, WHEN IT IS NOT FEASIBLE TO REMOVE AND RESTORE PAVEMENT MARKINGS, THE CHANNELIZATION MUST BE MADE DOMINANT BY USING A VERY CLOSE DEVICE SPACING. THIS IS ESPECIALLY IMPORTANT IN LOCATIONS OF CONFLICTING INFORMATION. SUCH AS WHERE TRAFFIC IS DIRECTED OVER A DOUBLE YELLOW CENTERLINE. IN SUCH LOCATIONS, A MAXIMUM CHANNELIZING DEVICE SPACING OF 3 m (10') IS REQUIRED. 4. FOR LONG TERM STATIONARY WORK, ALL CONFLICTING PAVEMENT MARKINGS FOR LONG TERM STATIONARY WORK, ALL CONFLICTING PAVEMENT MARKINGS MUST BE REMOVED AND CENTERLINE STRIPING PROVIDED WHERE TWO WAY TRAFFIC IS IN ADJACENT LANES. 5. FOR TEMPORARY PAVEMENT MARKING REQUIREMENTS SEE COA STANDARD FOR TEMPORARY PAVEMENT MARKING REQUIREMENTS SEE COA STANDARD DETAIL 804S-3. 6. FOR ONE-WAY AND MULTI-LANE ROADWAYS THE "LANE BLOCKED" SIGN MAY FOR ONE-WAY AND MULTI-LANE ROADWAYS THE "LANE BLOCKED" SIGN MAY BE USED IN LIEU OF THE "LANE CLOSED AHEAD" SIGN. THE NUMBER OF DIGITS ON THE SIGN SHALL NOT BE GREATER THAN THE  NUMBER OF LANES PRESENT ON THE ROADWAY. THE "X" SHALL BE PLACED UNDER THE NUMBER  OF LANE(S) BLOCKED. 7. FOR FLAGGING OPERATION REQUIREMENTS SEE COA STANDARD DETAIL FOR FLAGGING OPERATION REQUIREMENTS SEE COA STANDARD DETAIL 804S-2. 8. CONTRACTOR SHALL PROVIDE SIDEWALK CLOSURES, CROSSWALK CLOSURES CONTRACTOR SHALL PROVIDE SIDEWALK CLOSURES, CROSSWALK CLOSURES OR WALKWAY BYPASS WHEREVER PEDESTRIAN MOVEMENTS ARE AFFECTED BY CONSTRUCTION ACTIVITIES. ALL SIDEWALKS AND CROSSWALKS SHALL BE ACCESSIBLE WHEN CONTRACTOR IS NOT WORKING UNLESS APPROVED BY THE TRANSPORTATION DIVISION. 9. FOR EXCAVATION PROTECTION AND SAFETY FENCE REQUIREMENTS SEE COA FOR EXCAVATION PROTECTION AND SAFETY FENCE REQUIREMENTS SEE COA STANDARD DETAIL 804S-4. 10. THE USE OF ARROW DISPLAYS ARE REQUIRED ON ALL LANE CLOSURES. THE THE USE OF ARROW DISPLAYS ARE REQUIRED ON ALL LANE CLOSURES. THE CONTRACTOR SHALL PROVIDE ONE (1) STAND-BY-UNIT IN GOOD WORKING CONDITION AT THE JOB SITE, READY FOR USE IF THE OPERATION REQUIRES 24-HOUR A DAY LANE CLOSURE SET-UPS. 11. WHEN ACTIVITY ENCROACHES OR BLOCKS A BIKE LANE, SIGNS ARE REQUIRED WHEN ACTIVITY ENCROACHES OR BLOCKS A BIKE LANE, SIGNS ARE REQUIRED TO INDICATE BIKE LANE CLOSURE SET-UPS. 12. IT IS THE CONTRACTOR'S SOLE RESPONSIBILITY TO SEE THAT ALL TRAFFIC IT IS THE CONTRACTOR'S SOLE RESPONSIBILITY TO SEE THAT ALL TRAFFIC CONTROL DEVICES ARE PROPERLY INSTALLED AND MAINTAINED AT THE JOB SITE IN ACCORDANCE WITH THE PLANS, SPECIFICATIONS AND RELATED INDUSTRY STANDARDS AND REGULATIONS. THESE NOTES, DO NOT, IN AND OF THEMSELVES, CONSTITUTE A TRAFFIC CONTROL PLAN. IN THE EVENT THAT THESE PLANS DO NOT INCLUDE TRAFFIC CONTROL, OR THAT THE CONTRACTOR WISHES TO VARY FROM TRAFFIC CONTROL INCLUDED WITH THESE PLANS, HE SHALL SUBMIT FOR REVIEW A TRAFFIC CONTROL PLAN SEALED BY A PROFESSIONAL ENGINEER REGISTERED IN THE STATE OF TEXAS, INCLUDING A SIGN AND BARRICADE PLAN CONFORMING TO THE REQUIREMENTS OF THE TEXAS MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES. THE CITY'S CONSTRUCTION OBSERVER/INSPECTOR (COI) AND THE TRAFFIC ENGINEERING REPRESENTATIVE WILL ONLY BE RESPONSIBLE TO INSPECT THE TRAFFIC CONTROL DEVICES BEING DEPLOYED. IF, IN THE OPINION OF THE TRAFFIC ENGINEERING REPRESENTATIVE AND THE COI, THE TRAFFIC CONTROL DEVICES DO NOT CONFORM TO ESTABLISHED STANDARDS OR ARE INCORRECTLY PLACED OR ARE INSUFFICIENT IN QUANTITY TO PROTECT THE GENERAL PUBLIC, THE COI SHALL HAVE THE OPTION TO STOP CONSTRUCTION OPERATIONS AT NO EXPENSE TO THE CITY UNTIL SUCH TIME AS THE CONDITIONS ARE CORRECTED BY THE CONTRACTOR. 13. AS WORK PROGRESSES, LOCATION OF TEMPORARY TRAFFIC CONTROL DEVICES AS WORK PROGRESSES, LOCATION OF TEMPORARY TRAFFIC CONTROL DEVICES WILL BE ADJUSTED AND MODIFIED, AS NECESSARY BY THE CONTRACTOR AT CONTRACTOR'S EXPENSE. 14. IF THE NEED ARISES, ADDITIONAL TEMPORARY TRAFFIC CONTROL DEVICES, IF THE NEED ARISES, ADDITIONAL TEMPORARY TRAFFIC CONTROL DEVICES, SPECIAL DIRECTIONAL DEVICES AND/OR BUSINESS NAME SIGNS MAY BE ORDERED BY THE TRAFFIC ENGINEERING REPRESENTATIVE AT THE CONTRACTOR'S EXPENSE. 15. TEMPORARY TRAFFIC CONTROL DEVICES SHALL CONFORM TO THE CITY'S TEMPORARY TRAFFIC CONTROL DEVICES SHALL CONFORM TO THE CITY'S "TYPICAL SIGN AND BARRICADE STANDARDS" SHEETS AND TO THE TEXAS MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES. 16. THE CONTRACTOR MUST MAINTAIN ALL STREETS WITHIN PROJECT LIMITS OPEN THE CONTRACTOR MUST MAINTAIN ALL STREETS WITHIN PROJECT LIMITS OPEN TO THROUGH TRAFFIC AT NO DIRECT PAYMENT, WITH THE COST TO BE  INCLUDED IN OTHER ITEMS. 17. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING SUITABLE ACCESS THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING SUITABLE ACCESS ACCOMMODATIONS FOR SCHOOL CHILDREN AND PEDESTRIANS. 18. THE CONTRACTOR SHALL PROVIDE ACCESS FOR DELIVERY OF MAIL BY THE THE CONTRACTOR SHALL PROVIDE ACCESS FOR DELIVERY OF MAIL BY THE U.S. POSTAL SERVICE. 19. THE CONTRACTOR SHALL PROVIDE FOR ACCESS TO RESIDENCES AND ALL THE CONTRACTOR SHALL PROVIDE FOR ACCESS TO RESIDENCES AND ALL BUSINESSES AT ALL TIMES WITHIN ALL THE PHASES OF THE WORK. 20. ALL TEMPORARY TRAFFIC CONTROL DEVICES, ETC, SHALL BE PROVIDED BY ALL TEMPORARY TRAFFIC CONTROL DEVICES, ETC, SHALL BE PROVIDED BY THE CONTRACTOR WITHOUT DIRECT PAYMENT, UNLESS OTHERWISE NOTED OR STATED. 21. THE CONTRACTOR IS RESPONSIBLE FOR REPAIRING ALL STREETS OUTSIDE OF THE CONTRACTOR IS RESPONSIBLE FOR REPAIRING ALL STREETS OUTSIDE OF THE PROJECT LIMITS WHICH ARE DAMAGED DUE TO CONSTRUCTION ACTIVITIES AT THE CONTRACTORS EXPENSE. THE REPLACED SECTION MUST BE APPROVED BY THE ENGINEER. THERE WILL BE NO DIRECT PAYMENT FOR THIS WORK.
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